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ABSTRACT 

A method and device for regulating the composition of a solutionfsl in the production of cellulosic 
mouldings. The device comprises multiple measuring devices for the measurement of non-optical 
properties of the solution. According to invention, by measuring the non-optical properties of the 
solutions and comparison of the measured value with a preset value, the composition^) of the 
solution(s) can be controlled. 

Process for the regulation of the oompooition of solution( s ) for th e manufactur e of ocllulosio 
mouldings, in which (a)c e llulos e pulp an a wat e r containing aminoxid e ar e mixed under formation 
of a suspension, 

b) a c e llulos e solution is formed from th e suspension under the evaporation of water, 

(o) the oollulo30 solution is extrud e d through an air gap into an - precipitation bath, which oontainj 

an aqueous aminoxid e solution, andthcr c coagulates to form mouldings, 

(d) the form mouldings are conduotod through an aqu e ous washing solution in which r e m ai nin g 
aminoxid e is wash e d out from th e mouldings, 

( e ) lead s- aqu eo u s- aminoxid e solution from stag e (o)and/or (d) aft e r concentration back - to stage (a), 
in this a prop e rty of th e solutions is m e asur e d and aooording to the measured valu e the 
composition of the solutions is regulated, characteriz e d in that, that a non - optical prop e rty or 
physical b e haviour of - at - lea s t - on e of the said solutions is measur e d and the deviation(c) from the 
m e a s ur e d value respectively values from a giv e n referenc e valu e is us e d for th e r e gulation of th e 
compoGition(s) of this solutions. Th e proc e ss allows a pr e cis e monitorin g of the composition of 
th e e xtrusion s olution. 
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